NOTES:
1. Contractor shall reset existing blocks with mortar and fill-in gaps with concrete blocks. Refer to Details 03 30 00. All existing blocks shall be re-used.
2. Work within the existing drip line shall be performed with hand-held operating equipment. Contractor shall maintain extreme caution when working within tree drip lines to prevent damage to trees.
3. Existing walls and steps are historical features and must be protected from damage during construction.

PROPOSED GRADE

EXISTING GRADE

EXISTING JOINTS TO BE REMOVED

EXISTING JOINTS WITH MORTAR

EXPOSED JOINTS TO BE REPAIRED WITH MORTAR

EXCEPT EXISTING STEPS

NOTES:
1. Contraction joints shall be placed 8.0 ft O.C.
2. Expansion joints shall be placed every 48 ft O.C.
3. Street existing trail as needed to fit proposed concrete trail.

EXISTING JOINTS TO BE REMOVED

EXISTING GRADE

EXISTING JOINTS WITH MORTAR

EXPOSED JOINTS TO BE REPAIRED WITH MORTAR

EXCEPT EXISTING STEPS

NOTES:
1. Contraction joints shall be placed 8.0 ft O.C.
2. Expansion joints shall be placed every 48 ft O.C.
3. Street existing trail as needed to fit proposed concrete trail.